Gesellschaft fiir Sensorik und Automation mbH

Stabformige Einbausonde SC-7200
Bar-shaped mounting probe SC-7200

— Sensoccondeol—

Diese Sonde ist fir den Einbau in Behltern und Siloskon-
struiert worden. StandardmaBig sind 5 GroBen entspre-
chend den Einbaubedingungen lieferbar.

Der Schutzmantel ist aus Teflon um Anbackungen zu ver-
hindern. Es werden jeweils zwei Stabsonden eingebaut,
um eine gute Mittelwertsbildung der Feuchte zuerhalten.
Ein Messgenerator wandelt die Materialfeuchte in ein
Signal von 4-20 mA um. Dieses Signal ist noch nicht line-
arisiert und nicht temperaturkompensiert. Diese Auf-
gaben werden in einer nachgeschalteten Elektronik
ausgefihrt.

Technische Daten:

Standardléngen 400/700/1000/
1300/ 1590 mm
Schutzart IP 54
Versorgungsspannung 24V DC
Ausgangssignal 4 -20mA

This probe was designed for installation in tanks and
silos. As a standard, 5 sizes corresponding to the instal-
lation conditions are available.

The protective jacket is made of Teflon to prevent caking.
Two bar-type probes are installed to obtain a good aver-
aging of the moisture. A measuring generator converts
the material moisture into a signal 4 - 20mA. This signal
is not yet linearized or temperature-compensated. These
operations are done by a following electronical device.

Technical data:

Standard dimensions 400/700/1000/
1300/ 1590 mm

Degree of protection IP 54

Voltage supply 24V DC

Output signal 4 -20 mA



